
Remove the rear turn signals by removing the lens 
and bulb reflector and disconnecting the wires before 
removing the turn signal body from the motorcyle.  
There is a screw on the back side of the turn signal 
body to allow lens removal (see arrow area)

NOTE:  You may have to twist the turn signal  body 
180 degrees before removing as they are indexed on the 
back side where it attaches to the bike.

Remove the license plate and install the turn signal 
bracket (arrow in Fig 2) from the SU kit between the 
license plate and the license plate mount on the motor-
cycle.  Attach the turn signals to the bracket as shown 
in Fig 2 using M620S bolt, 2 M6 FWs, and M6 nut, re-
routing the turn signal wires as needed and reassemble 
turn signals.  Check that they are working properly. 

NOTE you should not need to add any wire during 
turn signal relocation.  Doing so could interfere with 
the BMW CAN-Bus wire system.

Place RIGHT side rack on the bike at the top location 
as shown in Fig 3 using the M655S bolt with M6 flat 
washer.
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  HTP1-12-1.1     BMW R1200GS SU Rack

Thank you for purchasing Happy Trails products.  Our products are proudly hand  made in Boise 
Idaho, USA.  If you have any questions or concerns about the installation of this product, please con-
tact us directly at 1-208-377-8771 or e-mail support@happy-trail.com.
Before you begin, place the bike on a hard level surface where you have room to work.  Lay out the 
parts included in this kit and compare to the parts list on the final pages of these instructions.  If any 
parts or hardware are missing, contact us immediately at the number or email listed above. 



Install the upper support arm shown in Fig 4 into the 
subframe hole just above the rear tail light (see arrow) 
by using a 1.25” Long x 1/2” OD aluminum spacer 
from the kit along with the M645S bolt and M6 flat 
washer.

Attach the other end on top of the SU loop tab using a 
M616S bolt, 2 M6 flat washers, and an M6 nut.

Leave all connections loose until entire rack is installed.

Repeat Steps 3 -5 to install the LEFT(exhaust) side SU 
rack to the bike.  Note left side lower clamp mount 
position shown in Fig 6 for reference.

Again, leave all bolt locations loose until final assembly 
step.
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Attach the front lower SU mount point to the subframe 
of the bike using the 2 piece, 1” aluminum clamp from 
the kit.  Note the “Indexed” half of the clamp goes on 
the backside and the “Non-Indexed” flat clamp half 
faces outward and attaches to the SU arm through the 
top hole as shown in Fig 5.

Use a M880S bolt with M8 flat washer through the 
SU arm and clamp and secure with M8 nut on back-
side. Use a M860S bolt, M8 FW, and nut at the bottom 
clamp location.
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Finally, install the rear bumper support bar to the tabs 
on the SU loops using a M616S, 2 M6 FWs, and M6 
nut at each of the 4 tab hole locations.  

NOTE the bumper will point down slightly when in-
stalled in the proper orientation as shown in Fig 7.
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Recommended Tools:
6mm Allen Wrench
5mm Allen Wrench
10mm box end wrench
13mm box end wrench

Hardware List:
Right & Left SU Racks
Turn Signal Relo Bracket
R & L Upper Support Arms
Bumper

Bolt Kit
Instructions

After all the pieces are installed take a close look at the 
RIGHT side SU loop and lower clamp position.  

If the RIGHT side frame clamp looks twisted, causing 
the right side SU loop to not look perpendicular to the 
ground, you may need to install the optional 1” Long 
spacer and longer M8110S bolt included in the kit.  

See Fig 8 for reference on spacer installation.

Tighten all rack bolts to the following specifications:

M8 bolts should be tightened to 18 ft/lbs
M6 bolts should be tightened to 7 ft/lbs

Your installation is now complete!
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Step 8 - OPTIONAL - ONLY IF NECESSARY

Step 9

Rev 2:  Revised for additional clarity and detail.
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