
1 

Thank you for purchasing Happy Trails products.  Our products are proudly hand  made in Boise Idaho, 
USA.  If you have any questions or concerns about the installation of this product, please contact us di-

rectly at 1-800-444-8770 or e-mail installation@happy-trail.com. 

Before you begin, place the bike on a hard level surface where you 
have room to work.  Lay out the parts included in this kit and compare 

to the parts list of these instructions.  If any parts or hardware are 
missing, contact us immediately at the number listed above. 

08+ KAWASAKI KLR SU Racks HTP4-8-1 

Tools Needed: 
 
10mm Socket 
4-5-6mm Hex Key wrenches 
10-13mm End wrenches 
Wire cutters/strippers. 

Note: 
 
When installing HT guards and racks, leave all 
bolts loose until entire rack is fitted.  This allows 
the rack to move and take up differences in frame 
construction. 
 
We also recommend that removable strength 
thread locking compound be used on all threaded 
connections. 

Step 1, Disassembly: 
 
Remove the side panels by taking out the two bolts on 
each cover.  Remove the two bolts holding down the 
seat and remove the seat.  Store the seat and side pan-
els in a safe location. 
 
Locate the grey and black turn signal wire connections 
under the seat on the left hand side.  Depress the lock-
ing tab on the connections, disconnecting the wires.  
Sometimes a small screw driver can aid in this. 
 
Feed the wires out through the small holes in the fender.  
 
Remove the sub-fender by taking out the four bolts.  Pull 
loose the right turn signal wire from the two cable loops 
under the outside section of the rear fender.  Once free, 
reinstall the sub fender with its four bolts. 
 
Remove the two socket head cap screws on the top of 
the rear tail plate.  Remove the two socket head cap 
screws on the side of the tail plate.  There are two col-
lared washers under this connection.  Save to reuse in 
this position. 
 
-continued- 
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Step 1, Disassembly (continued): 
 
Place the tail plate on your workbench and remove the 
four bolts (won’t be reused) that retain the turn signal 
assemblies on both sides of the tail plate.  Do this on 
both sides. 
 
Remove the two wire catches from the tail plate with a 
Phillips head screw driver.  Remove the rubber grom-
mets and metal collar spacers on each side for the turn 
signals. These will not be reused. 

Step 2, Rack Installation: 
 
Set the tail plate back in place.  Remember the collared 
washers.  Start the bolts down through the top, this will 
hold it in place for the rest of the installation. 
 
Remove the upper passenger foot peg bracket bolt on 
both sides.  These will not be reused. 
 
On the left side, using a M8x70 SHCS, place it through 
the center mounting point on the SU and the mounting 
hole on the tail plate.  Start the thread, but leave loose. 
 
Put an M8x45 BHCS in the front mount and 1/2” spacer 
(between the rack and bike frame) and start it in the foot 
peg bracket. 
 
Install the turn signal mount relocating brackets.  (See 
photos for orientation).  They fit on the bike between the 
SU rack and the tail rack.  They taper in towards the tail 
light.  Feed the M8x50 through the SU, turn signal 
bracket and tail plate.  Put a M8 Nylock with a flat 
washer and the small insert on the back side. 
 
Move to the right side and repeat the same process.  
Make sure the turn signal bracket is mounted so that it 
curves inwards towards the tail light. 
 
Install the rear bumper bracket with the M6x16 bolts, two 
washer and a Nylock each.  Leave loose. 
 
Starting at the front mounts at the passenger peg 
bracket, tighten the bolts on the racks.  Tighten the turn 
signal brackets making sure they are level as you 
tighten. 
 
Tighten the two bolts on the top of the tail plate. 
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Step 3, Install the turn signals: 
 
Install the turn signals on the brackets (the signal with 
the long wire is on the right) using the M6x20 button 
head bolts, washers and nut.  Tighten the bolts. 
 
Thread the right hand turn signal wire alongside the tail 
rack.  Under the seat, bring the wire across and plug into 
the corresponding receptacle. 
 

Step 4, Wire the left signal: 
 
 
Taking the wire from the left turn signal, cut it approxi-
mately in the center.  From the HT kit, use the short ex-
tension wire set to lengthen the turn signal harness. 
 
Connect the green loom wire to the red wire in the 
jumper.  Black to black.  See photo for instructions on 
how to use connector. 

When the jumper has been installed, route 
along the tail section as you did the right 
side.  Connect to the same connector it was 
removed from under the seat. 

Step 5, Wrap up: 
 
Tighten down the bumper and make sure all the bolts are tight.  Make 
sure the wiring is secured.  Replace the side panels and seat. 
 
Turn on the key and make sure the turn signals work properly as well 
as the tail light and brake light. 
 
Mount your panniers and enjoy the added secure luggage capacity. 
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Bolt List: 
 
Qty. Description 
2 M8x50 SHCS 
2 M8x70 SHCS 
4 M6x16 SHCS 
4 M6x20 BHCS 
2           M8X45 BHCS 
2           1/2” SPACERS 
2 5/16 FW 
16 1/4 FW 
2 8MM NYLOCK NUTS 
8 6MM NYLOCK NUTS 

Hardware List: 
 
Left and Right SU racks 
Rear Bumper 
Turn signal relocation Kit (2 long brackets, 2 inserts) 
Wire extension 
Bolt Kit 
Instructions 
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HTP 4-8-1B-20 

8X45 BH BOLT 
1/2” SPACER 
5/16 FLAT WASHER 


