
Please note the four separate hole patterns indicated by numbers and arrows in Fig 1. The four center hole 
pattern marked #1 is used for Kolpin fuel tank mounts. The triangular patterns marked #2 and #3 on the left 
and right side of the plate are for mounting the Kolpin gun mount. Finally, the countersunk holes marked 
#4 are to allow the plate to be mounted to the SU Rack. 

Bolt the mounting pucks at the bottom of the plate us-
ing two M825T bolts as shown in Fig 2. Do not tighten 
the pucks completely as they should rotate for easier 
mounting. 
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HTP0-0-08       KOLPIN MOUNT ADAPTER PLATE

Thank you for purchasing Happy Trails products.  Our products are proudly hand  made in Boise 
Idaho, USA.  If you have any questions or concerns about the installation of this product, please con-
tact us directly at 1-800-444-8770 or e-mail installation@happy-trail.com.
Before you begin, place the bike on a hard level surface where you have room to work.  Lay out the 
parts included in this kit and compare to the parts list on the final of these instructions.  If any parts 
or hardware are missing, contact us immediately at the number or email listed above. 

#1

#2 #3
#4

#4 #4

#4



1/30/13
Rev. 1
HH

Recommended Tools:

5mm Allen Wrench
10mm Box End Wrench
13mm Box End Wrench

Hardware List:
-1 Kolpin Adapter Plate
-2 Countersunk Pucks
-Bolt Kit

If installing the Kolpin Gun Mount, bolt the mount 
in place using three M825B bolts and three 8mm Flat 
Washers as shown in Fig 3. Install the center bolt first, 
then adjust the mount to the desired angle using the 
rear holes. Place an 8mm Flat Washer and an M8N nut 
on the back of each bolt and tighten to 18ft/lbs. 

Note: Two sets of holes for the gun mount have been 
provided to allow the mounting plate to be installed on 
either the right side or left side of the motorcycle . Use 
the holes on the right for mounting the case on the left 
side of the bike, and the holes on the right for mount-
ing the case to the left. 

If installing the Kolpin fuel adapter,  insert four M625S 
bolts and four 6mm Flat Washers into the holes in the 
Kolpin adapter, and again into the Kolpin Adapter Plate 
as shown in Fig 4. 

Place a 6mm washer on the back of eatch bolt, align 
with an M6N nut. Tighten the bolts to 9 ft/lbs. 
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Step 4

Install the top two M825T bolts to the Point1 insert as 
shown in Fig 5. Tighten these bolts to 18 ft/lbs. 

Fig 5Step 5

NOTE: A raw aluminum plate was used in these instructions for con-
trast and visibility. Raw aluminum plates are not availabl at this time. 
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