
Remove the plastic plugs from the left and right side 
panels at the location indicated in Fig 1 and remove the 
Torx head bolts below the plugs.

Left side shown.  Right side in similar location.

These will be the upper mount points for the rack.

Remove any bolts from the locations indicated in Fig 2 
just under the rear tail light.

These two locations will be the rear mount points for 
the SL rack arms.

Install the two aluminum tabs at the locations indicated 
in Fig 3 under the rear fender well.  For each side use a 
M825S bolt with two M8 flat washers and secure with 
an M8 Nylock nut.  

Note because of the limited space between muffler, the 
bolts go from inside the fender well and secure the nut 
on the outside next to the muffler.

Leave slightly loose for final rack alignment
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  HTP1-3-2       F/G650GS SL RACK 

Thank you for purchasing Happy Trails products.  Our products are proudly hand  made in Boise 
Idaho, USA.  If you have any questions or concerns about the installation of this product, please con-
tact us directly at 1-800-444-8770 or e-mail installation@happy-trail.com.
Before you begin, place the bike on a hard level surface where you have room to work.  Lay out the 
parts included in this kit and compare to the parts list on the final pages of these instructions.  If any 
parts or hardware are missing, contact us immediately at the number or email listed above. 



Place one of the 3/4” long aluminum spacers in the up-
per mount hole as shown in Fig 4.

Left side of bike shown

Secure the back arm of the SL rack using a M825S bolt 
with M8 lock washer and M8 flat washer.

Leave slightly loose for final alignment.

Repeat steps 4 through 6 for the other SL rack.

Fig 6
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Step 6

Install the left side SL by carefully raising the rack un-
der the muffler so the rear mount point is near the bolt 
location from step 2 and then rotate the rack so the top 
mount tab is on top of the aluminum spacer.

Secure rack with one of the M840S bolts and a M8 lock 
washer and M8 flat washer.

Screw in the bolt, but leave slightly loose for final align-
ment.

Fig 4

Fig 5Step 5

Secure the lower mount points for both racks by at-
taching them to the other end of the aluminum tabs 
installed in Step 3.

Each side uses an M825S bolt, two M8 flat washers, and 
a M8 Nylock nut.

Leave slightly loose for final alignment.

Step 7 Fig 7
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Recommended Tools:
6mm Allen Wrench
13mm open end wrench

Hardware List:
(1) SL Rack Left Side
(1) SL Rack Right Side
(1) Bolt Kit

Align the rack so the two sides are square then fully 
tighten the top two mount bolts first, then the back two 
and finally the (4) lower mount bolts under the rear 
fender well.  

Tighten bolts to the following specifications:
M8 bolts should be tightened to 18 flt/lbs

Fig 8Step 8

Congratulations, the install is now complete !!

Left Side SL Right Side SL

Note above pictures show the SU rack instal-
lation.  The SL rack is similar, but with no rear 
support bumper.
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