HTP7-3-17

DRZ QUICK DETACH SEAT

Thank you for purchasing Happy Trails products. Our products are proudly hand made in Boise
Idaho, USA. If you have any questions or concerns about the installation of this product, please contact us directly at 1-800-444-8770 or e-mail support@happy-trail.com.
Before you begin, place the bike on a hard level surface where you have room to work. Lay out the
parts included in this kit and compare to the parts list on the final of these instructions. If any parts
or hardware are missing, contact us immediately at the number or email listed above.
Step 1
Remove the seat from the bike. Using a hacksaw or
rotary cutter, remove the seat tabs from under the seat
along the dotted line shown in Fig 1.
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Step 2
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Expand the holes in the T shaped plate using a 5mm
(1/5”) drill bit to accomodate the screws for step 3.
*Optional: the holes are set to 1/8” to allow installation
with 1/8” rivets. If riveting the plate onto the seat use
the T Plate as a template and drill holes in the plastic
seat pan, then rivet the T Plate into place.

Step 3
Screw (or rivet) the T plate to the bottom of the seat
as shown in Fig 3. Note that the plate is designed to fit
into the slot in the center of the seat.
If using an aftermarket seat pan such as a Corbin, place
the T plate on the seat as shown, with the widest part at
the rear edge of the seat then screw the plate into place.
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Step 4
Fig 4
Place the seat back on the motorcycle to use the T plate
as a template for the remaining holes. The larger holes
in the center should be drilled with a 11mm (27/64”)
drill bit and the smaller holes with a 3mm (1/8”) drill
bit.

Step 5
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Attach the Dzeus spring to the top of the T Plate as
shown in Fig 5. Place an M3FW on two of the M310P
screws. Insert the screws through the bottom of the
T Plate, and through the spring bar as shown. Place
an additional M3FW onto each screw, then thread an
M3N nut onto each screw. Tighten both nuts completely. Repeat this process on the other side of the T Plate.
*For additional mounting options see Step 8
Step 6
-80mm bolts have been included for HT Racks.
-50mm bolts have been included for using non-HT racks.
Optional:

Fig 6

Drill out existing seat attachment points with a 6mm (1/4”)
drill bit to remove all threads from the frame section. Place
an 3/16” flatwasher and M6N nut on the back side of the
seat bolt and tighten completely.

Step 7
Insert the Dzeus fasteners through the bottom of the
rear fender and twist them into place on the spring bars
on top of the T Plate.
Installation is now complete.
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Step 8
*Optional -

Fig 8

If desired, the spring bars can be mounted on the bottom of the rear fender. To mount the spring bars to the
bottom of the fender, crush the curled section of the
spring bar in a vice or with vice grips as shown in Fig 8.
Flatten the curled section of the spring bar completely.

Step 9

Fig 9

*Optional Run the M310P screws through the top of the fender,
and through the spring bars. Place an M3FW and M3N
nut on the bottom of the screw and tighten completely.
This is very difficult to do and additional flatwashers
have been included to help with the process.

Recommended Tools:
Size 2 phillips screwdriver
3mm wrench
11mm (27/64”) drill bit
6mm (1/4”) drill bit
5mm (1/5”) drill bit
3mm (1/8”) drill bit
Electric Drill
Hack Saw/Rotary cutoff tool

Rev 2: Eliminate capture nut from kit

Hardware List:
T Plate
Two Dzeus spring bars
Two Aluminum Dzeus connectors
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