
Remove passenger peg bolts. Set the bracket aside and 
discard original bolts as they will not be reused. Retain 
flat washers for reuse in step 3. See Fig 1.

Remove lower luggage bracket bolts and discard as they 
will not be reused. See Fig 2.

Passenger peg bracket and mounting hardware.
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  HTP8-12-1.5B/SV           Triumph Explorer SU Rack

Thank you for purchasing Happy Trails products.  Our products are proudly hand  made in Boise 
Idaho, USA.  If you have any questions or concerns about the installation of this product, please con-
tact us directly at 1-800-444-8770 or e-mail installation@happy-trail.com.
Before you begin, place the bike on a hard level surface where you have room to work.  Lay out the 
parts included in this kit and compare to the parts list on the final pages of these instructions.  If any 
parts or hardware are missing, contact us immediately at the number or email listed above. 



Reinstall the passenger peg bracket. First, place the 
lock washer and then the flat washer from step 1 onto 
the M835S bolts supplied. Next, place the round black 
spacer behind the forward bracket mounting hole and 
insert bolt through the bracket and spacer, and thread 
into the frame. Repeat this process for the rear mount-
ing hole using the oval, two-hole spacer. Leave all  
bolts loose during assembly until final step. See Fig 4.

Place an M8 lock washer under the bolt head and then 
an M8 flat washer on M850S bolts and insert the bolts 
through SU Rack upper attachment points. Place 3/4 X 
1 aluminum round spacer on to the bolt. Hold the as-
sembly in place and thread the two upper bolts into the 
factory luggage bracket. See Fig 6

Fig 6

Step 4

Step 6

SU Rack and mounting hardware.
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Bolt the SU Rack forward attachment point to the tab 
installed in step 4 above, using an M845S bolt, 2 M8 flat  
washers, and one M8N nut ad shown in Fig 7.
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Recommended Tools:
5mm Allen Wrench
6mm Allen Wrench
10mm box end wrench or 
socket
13mm box end wrench or 
socket

Hardware List:
Right and left side SU Racks
Rear Support Bumper
Two round powder coated spacers
Two oval powder coated spacers

Repeat SU Rack installation procedure for opposite 
side. 

Attach rear bumper to racks using 4 M616S bolts, 8 flat 
washers and 4 M6N nuts. Align the bumper with the 
racks using the slotted mounting holes as shown in Fig 
8, and tighten the bolts to 9 ft/lbs. See Fig 8.

Tighten remaining bolts to the following specifications:

M8 bolts should be tightened to 18 ft/lbs
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Torque Specs
6mm = 9 ft/lbs
8mm = 18 ft/lbs
10mm = 27 ft/lbs
12mm = 36 ft/lbs
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OD3/4, ID .319, L 1 Spacer


