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Thank you for purchasing Happy Trails products.  Our products are proudly hand  made in Boise Idaho, 
USA.  If you have any questions or concerns about the installation of this product, please contact us di-

rectly at 1-800-444-8770 or e-mail support@happy-trail.com. 

Before you begin, place the bike on a hard level 
surface where you have room to work.  Lay out 
the parts included in this kit and compare to the 
parts list on page 3 of these instructions.  If any 

parts or hardware are missing, contact us immedi-
ately at the number or email listed above. 

KTM 1190 SU RACK HTP  

IMPORTANT!!!! 
When installing Happy Trails racks, leave all bolt 
connections loose until the entire product is in-
stalled. Then go back and tighten all connections. 
We recommend the use of thread locking com-
pound. 

HAPPY TRAILS PRODUCTS 

Step 1:  Remove the stock hardware 
from locations A, B & C from both 
sides of the bike. 
See figure 1  
 

Step 2: Install the left and right side SU rack using the described spacers @ the front (top pas-
senger peg) mount (location A).  The spacer sets in the recessed plastic mount.  Start the bolts 
at locations “B” & “C”. ***DO NOT TIGHTEN BOLTS YET***  See figure 1  
 
 

8x50 bolt left side  
8x60 bolt right side 
Use 1/2” spacer un-
der rack on both 
sides. 

8x25 bolts  

figure 1  

HTP5-7-1.1T
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KTM 1190 SU RACK HTP 

HAPPY TRAILS PRODUCTS 

Step 5:  Optional inner tool trays 
Mounting optional inner tool trays.  
The left and right SU racks included a 
welded in panel that offers the option 
to utilize our inner tool mount with 
box.   The right (exhaust) side, is 
mounted above the exhaust making 
this a great storage location for items 
that will not be affected by heat.  Fig-
ure 4 shows the two optional mounting 
brackets.  Note the letter references 
given to the parts as we will be refer-
ring to these parts by their letter. The 
“B” mount attaches to the “A” mount 
with the long side, the shorter side of 
mount “B” attaches to the SU side 
rack.   On the left side of the bike, the 
short side of mount “B” attaches to the 
SU rack in the upward position (short 
end up) The opposite is true for the 
right (exhaust side) of the bike.     See 
figures 4-7.       
NOTE: It may be necessary to remove 
the grab handles to utilize some boxes 
in the inner tool mount.   For this rea-
son, we include four 1” aluminum 
spacers that will need to be installed 
upon removal of the grab handles.  

Step 4: Tighten all bolts. Remember, 
all of the mounting  locations have 
slots making slight adjustments possi-
ble allowing for clearances  and fit-
ment. 

Step 3:  
Attach the rear bumper (cross brace) as 
shown in figure 3 using the four 6x16 
bolts, 8 washers and 6mm nuts.  
See figure 3  

Figure 3 

figure 2  

figure 3  

Note: this is the eshaust 
side, showing the rear view, 
notice the shorter mount that 
allows the latch to mount to 
the loop on the ammo can.  

Note this is the left side 
(clutch side) you will no-
tice the taller mount 
which allows the trat 
mounted latch to mount to 
the base plate.  
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HAPPY TRAILS PRODUCTS 

Left side.   Note the location to the 
bolts attaching mount “A” to ”B”.   

Right side.   Note the location to the 
bolts attaching mount “A” to ”B”.   

figure 4  

figure 5  figure 6  

Attach mount  “B” using 6X20 button head 
bolts, washers & nuts. 
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If you elect to use the ammo cans we 
suggest, here’s how we mounted 
them.   Turn the can upside down, 
using the side specific mount, mark 
the holes and drill using a 1/4” drill 
bit.  As shown in figures  7 & 8 

Figure 7 

Figure 8 

In figure 9, it 
shows the nuts 
on the inside of 
the box. This al-
lows the bolt 
heads to sit fully 
down in the bot-
tom mount.  

Figure 9 

Figure 10 

In figure 10, it shows the bolt 
heads on the outside of the 
box. This allows the bolt heads 
to sit fully down in the bottom 
mount. As shown in figure 11 

Figure 11 
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Figure 12 shows the rear view of the 
right (exhaust) side.   Note the rear 
mount is the shorter of the front side of 
this mount and the left (clutch) side 
mount, these sides look like figure 13 
 
 

Figure 12 

Figure 13 
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Included in SU rack kit: 
Left side SU rack 
Right side SU rack 
Rear bumper 
Bolt kit 

KTM 1190 SU RACK HTP 

HAPPY TRAILS PRODUCTS 

Hardware List: 
 
4 - 8x20 SH BOLTS 
1 - 8X60 SH BOLT 
1 - 8X50 SH BOLT 
    
        

     
     
   2 - 5/8” OD X 1/2” LONG SPACERS 

 
 

Included in inner tool kit for SU 
rack kit: 
2-part “A” & “B” 
Bolt kit 

Hardware List: 
 
8 - 6x20 BH BOLTS 
16 - 6MM WASHERS 
8 - 6MM NUTS 
4 - 3/4" OD X 1" LONG ALUMINUM 
SPACERS

 
 
 

We suggest using the Plano  Model 1312-50 (on the left) Ammo can box for the non exhaust 
side and a standard .30 caliber  (on the right) steel ammo can for the exhaust side to withstand 
any heat.   Be sure to pack accordingly on the exhaust side as contents may get extremely hot.  
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Rev 2
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6 - 8MM WASHERS
4 - 6X16 SH BOLTS

4 - 6MM NUTS
8 - 6MM WASHERS
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Note that 
each part is 
different.  
Parts A&B 
are used on 
the right 
(throttle) 
side of the 
bike. 
Parts C&D 
are used on 
the left 
(clutch) side 
of the bike. 
 
Note the 
differences.  A B 

C D 




